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3 Eﬂ’ﬁ:ﬁ*—:l' component material

4 'Hﬁﬁé%%{ performance parameter

[T s %4 Bl material T H items 2 parameter
Component name TFIRA 2 LR 36V DC
Rated voltage
St PC 8k}
PC plastic FF OB E HLL 1A
Eirg3d 304 454N rated current
TN KT 30 5E L 3V-220V
Ih H59 % 4
H59 nickel plated brass FE AT T R <920mA
F 1 51 H62 #4554
HUE Th & 36W
77K Bl SIL fkEfi rated power
rubber ring SIL silica gel YT TR 500V
HER R H59 4 Insulation and voltage
nut H59 nickel plated brass resistance
Ji PAB6+GF20%PH K Je 2 = fuk F FH - <50mQ
housing PA66+GF20% nylon Point resistanc: <50mQ
TR LED
Light source LED 4T 2t 2% FL [ =100M Q
B [ 4 I8 JiE E P Isolation resistance: =100M Q
Resistor Metal film
fih 5 $fih 5 AgCdO12 DU i 30 /3K
HS A 10 5k
electrical life
TAEPR SR -25°C~+85°C
Operating temperature
B4 S5 2% (G HR) IP65 IK09
IP degree
FeR AT B ANES gy S hE)
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4. Detailed Picture :

5.LED Specification:
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m Absolute Maximum Rating #&FE T4F £ 3%

S s ==K{v2 WIRE
Parameter Symbol Unit Maximum Rating
Po\wzfr; %Zig;%aiion = MW 60
Continu]i%IEEonEaEr;SLCurrent Ie MA 25
Rev}eirgE\E/cﬁcaqe VR \Y 5
Operatin}jfigﬁaa%te Range Top C -25 to +80
Storaqefrgrrién;{:u Range Tst C -25 to +90
Soldgfi?qk?i%ﬁnﬁgature Tso C 260 (for 5 second)

*Ifp Conditions: Pulse Wide<< 10msec<:1/10

W% 18] AR P IR

*Tsol Conditions:3mm from the base of epoxy bulb X = }F4E & & FEAAR 3mm

Typical electrical-optical
Characteristics curvers

- IF=20ma .
e =
ZZa [ =
o ! b
- i =
58 3
= =
3 7 2
b
5P i 2.
By g g
=z 15 20 24 28§ 32 e
Forsardwoltage(s)
10 TF=20m &
e — —

Temperature chararters
P lative haminoe: Fdeneity
5

Tervmeratme’ =0

Forwand cure nif )

Emisgsion spectra
P batinre hamineng: Irbens ity

M 8 & 9

—
o 2

i
E 8 8 =

bt
(=]

4]

IF=20md

] 0 I
Temperature( T}

MNotes:

! ]

BlE B20 625 B20 &35 &40 545

WERmre lety ke

The data are an typical presenlation
of the product, Contact custormer
service for details of techmical
informrati on and watrantsy.

The product iz sensitive to static
artistatic operation environtment 12
recarmended

Froducts are shipped in either bl

bag paclage of taping,
IF=20m &

s T=FT
Eg it
)
e
=
S8 s
E& £l

1

1 T 5 I ETRE TN
Forarard oomerbin )



FILNE#® 5T RE AR A A
P o

Tel: 0577-27878383

Yueqing Yulin Electrical Co., Ltd

Address: F/6 No.19 Keaisi road xiangyang industrial zone road tantou liushi yueqing wenzhou

website: www.indicatorlight.com

Fax: 0577-27878383-8027

m Typical Optical/Electrical Characteristics £ % 4¢P 5%

Color parameters

Optical Brightness

" . 0.00 cd/m2
5B H ere eam
Main ggﬁength 520.7.0 nm "gh;ﬁ'g;;”y 1000 mcd
I
Peal;l%v;laa?\ézegngth 632.2 nm lum;z%]f%ﬂux 4.81m
Pfgg;‘g%ﬁh 21.3 nm '“m';‘;‘gg"ver 0.32 mW
Co'ourézz;?_';‘;tes Y (.1404.7126) '”m';‘;ﬁfgggacy 56.81 Im/W
C°'°“rézgg':?\}?s uv (.0498.5690) fo”"’EalrJ; E‘é‘;;re”t 20.00 mA
7N JIL
colgértﬁp%nty 0.758 alterr;;}g%\gltage 499V
Color temperature AC power
, 8400k BN 0.084 W
g AU LD

Notes:

1.Work absolute ratings Ta=25°C humidity=60% IHEFHAAL BE=25C &E=60%

2.Tolerance of measurement of forward voltage+0.1V ~ 1E 18 ¥ /&% £ JE H+0.1V
3.Test Machine: SSP6612 series LED test system
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LED LAMP RELIABLITY
REF. iti Number of
Type Test Item Standard Test Condition Note Damaged

o Temperature JIS C 7021 -20C—-25C—-80C—25C 0/100
= Cvcle (1697) A-4 30mins,5mins,30mins,5mins 100 cycles
s | High Humidity | JIS C 7021 30C—65C 0100
3 Heat Cycle (1697) A-5 90%RH 24hrs/1cycle 10 cycles
= | High Temperature | JIS C 7021 0/100
m )
~ Storage (1697) B-10 Ta=80C 1000hrs
§> Humidity Heat JIS C 7021 Ta=60C 0/100
5 Storaae (1697) B-11 RH=90% 1000hrs
8 | Low Temperature | JIS C 7021 n 0/100

Storage (1697) B-12 Ta=-30C 1000hrs
g _ JIS C 7035 Ta=25C 0/100
§ Life Test (1685) [:=20mA 1000hrs
S High Humidity . 60°C RH=90% 0/100
® Heat Life Test [=20mA 500hrs
K]
=
8 | Low Temperature Ta=-20°C 0/100
8 Life test : ;=20mA 1000hrs
&
@ Resistance to JIS C 7021 Tsol=260 + 5°C,10sec . 0/20
c Soldering Heat | (1697) A-11 | (3mm from the base of the epoxy bulb) 1 time
o
+
s N JIS C 7021 Tsol=235 + 5°C,5sec 1 time 0/20
o Solder ability (1697) A-2 (Using flux) (over 95%)
3
c
u Lead Pull/Bend | JISC 7021 Load 2.5N (0.25kgf) No noticeable 0/20
® Test (1697)A-11 0°-90°—0° Bending 3 times damage

® Test Items And Results
* Refer to reliability test standard specification for in this line.

® Criteria for Judging The Damage

Ttem Symbol | Test Condition Criteria for Judgment
Min Max.
Forward Voltage VF [F=20mA Initial data x 1.1
Reverse Current Ir Vr=5V Initial data x 2.0
Luminous Intensity Iv I[F=20mA Initial data x 0.7
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6. Resistor Specification ( RMS 1/4W 200kQ):

m CHARACTERISTICS 1 £t

s
— -
udi

(4.24)

ITEM Ji H SPEC IV 5 REMARKS fHit
Load R amder bigh . JIS € 5201-1  Rated voltage at 70°C for 1,000 hours
A i (4.25.1) ENERETOT 1.000 48
SR T e A e e .
, , o JIS C 5201-1 Rated voltage at 407 _95% RH for
Load life under high lnmmidity 150 1.000 hours
48 1A Tar 2 A N -

EME B E40T 95% RH 1,000-:8F

Temp. coeff ofresistance

= 1K= =500 PPM/T
= 100K.Q==300 ppm/T

JIS C 5201-1

Room temp. + 100, 30min

HREZFFH

(4.6.1.1)

Ea=| Pk = + AN
REFEN 100K 0200 ppm/C =iR + 100, 30540
Short time overload 1% JIS C 53201-1 6.25 times the rated power for 5 seconds
s e R e} S S :
FO A (E] 1 Ta7 (4.13) 6. 25EEETNEE 5 7
- . JIS C 5201-1 5 cyeles for 25T =3 (30min); room
e‘“?;r;“%g;;‘;‘mg +1% temp. (3 0min)
e {4.19) ~ +857T+3C (30min) room temp. (30mimn)
Resistance to soldering heat i TIS C 5201-1 2601257 for 10 seconds({FHE1E)
F24B TR - (4.18) 350°C£107C for 3.5 seconds(FIF48)
Insulation resistance -1.000MO JIS C 5201-1 500 volt Insulation test 1mm

500 VEREFMA, BB [E 157
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mThe following discharge cvcle is
repeated in the circuit of'the left fig.
KD SW 2.5 sec. ON 2.5 sec. OFF 50 cyvcles.
Pulse withstanding voltage 190% l—“\w‘t_% With following DC pulse test voltage
i e D.E.D'mlﬂp gy s W Pulse voltage:1/6W. S1/4W. 3KV.
Tsougcs T =1/4W: 100KQ: (3KV);
100EQ-620K0Q: (3KV); =620K
Q. (10KV)
o
T ki
o0 = ™ 4
At A — =
g 0 : b4 b=
@5 40 ; S }
g 2 .r = N
5 it
55 0 20 40 607080 100 120 [40 160
Ambient Temperature (0
B EiEE(C) Various type of forming & taping are available
ERGEMEHSHEE
Coating color: BMMULAW BMULEW + dark blue, other » pink»
HHEME : EMULAW BMULEWE R Bl & -

m CHARACTERISTICS % £t

Iodel Power Resistance | Maximum | Dielectric
. : Withstandi . .
i Rating | Range E-24 | Working : nsga.n Dimension [T~ (mm)
FENZE | [BEERE | Voage | Vdltage
E n-
== 15 A
W4 Q : : L D 1 d
EMUL/4W
g 1/4.1/2 10€2 ~ <1000 1600V F00W 603 2.4=0.1 282 0.6=0.05
BEMS1/2W




