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3 component material

4 performance parameter

B # 4

Component name

#¥ material

TiH items

23 parameter

TFRBE Ik 220V AC
- Rated voltage
A4 PC ¥k}
Guide button PC plastic e R AT & E R 220V
Lamp rated voltage
&8 254 NN
R E LI 3A
Metal body 254 stainless steel TR R
rated current
TR 5] H62 4 RN ITHUE iR 20mA
Button pin H62 nickel plated brass Lamp Rated Current
. ; BiE D% 660W
157 7K Bl SIL mER
rated power
rubber ring SIL silica gel
“ 2 it I 2000V
Y] H59 4 Insulation and voltage
nut H59 nickel plated brass resistance
Bk 77 A 1000000 X LA |
AT e PA66 FELIAJE T2 working life
housing PA66 nylon
A By 100000 X LA
JEIR LED electrical life
Light source LED 4T
fiif 7€ -20°C
/\ 1
HLE S cold- resistant
Resistor Metal film
i} 4 85°C
fi 15 R fih heat— resisting
contact Silver contacts — _—
FRAN AT B AN S R

Silver indicator color



https://www.indicatorlight.com/

FILNC#HET BB TAERA A
A —

Yueqing Yulin Electrical Co., Ltd
Address :  F/6 No. 19 Keaisi road xiangyang industrial zone road tantou liushi yueqing wenzhou
Tel: 0577-27878383
website : https://www.indicatorlight.com/

Fax: 0577-27878383-8027

4. Detailed Picture :

5.LED Specification:
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m Absolute Maximum Rating

SH S B IR S %
Parameter Symbol Unit Maximum Rating
RN R
Power Dissipation P MW 60
HE LI [ B
Continuous Forward Current IF MA 25
R =
Reverse Voltage VR \ 5
TIERESE )
Operating Temperature Range Top C -25 to +80
OB B SE ]
Storage Temperature Range Tst C -25 to +90
R RERE )
Soldering  Temperature Tso C 260 (for 5 second)

*Ifp Conditions: Pulse Wide < 10msec<:1/ 10

B 8] Bk oF #0R

*Tsol Conditions:3mm from the base of epoxy bulb & =7 }F 4% & FEALAR 3mm
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B Typical Optical/Electrical Characteristics

Color parameters Optical Brightness 0.00 cd/m2
525 e 0 eam
Main Wavelength 590.7.0 light intensity 1000 med
NN .7.0 nm mc
FEK R B
Peak Wavelength luminous flux
e % K- 632.2 nm - 4.8 Im
Peak width luminous power
. 21.3 nm 0.32 mW
U 174 55 oh%
colour coordinates xy luminous efficacy
_ . 1404.7126 . .
1 A R xy ( ) 9 e 56.81 Im/W
colour coordinates u'v' forward current
~ .0498.5690
ey ( ) g 20.00 mA
colour purity 0.758 alternating voltage 499V
oAl g ' AT L '
Color temperature 8400k AC power 0.084 W
E S % |
Notes:

1.Work absolute ratings Ta=25°C  humidity=60% I A4F % M4 & K=25C & &=60%
2.Tolerance of measurement of forward voltage+0. 1V £ &) 9 /Ei% £ JE B +0. 1V
3.Test Machine: SSP6612 series LED test system
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LED LAMP RELIABLITY
® Test Items And Results
REF. " Number of
Type Test Item Standard Test Condition Note Damaged
m Temperature JIS C 7021 -20C—-25C—-80C— 25C 0/100
= Cycle (1997) A-4 25mins ,5mins ,25mins,5mins 100 cycles
o) High H umidity JIS C 7021 25C— 65C
E Heat Cycle (1997) A-5 90% RH 24 hrs/1 cycle 10 cycles 0/100
=]
Iy High Temperature | JIS C 7021 . 0/ 100
- Storage (1997) B- 10 Ta=807T 1000hrs
& Humidity  Heat JIS C 7021 Ta=60C
g Stora ge (1997) B - 11 RH=90% 1000hrs 0/100
3 Low Temperature | J|S C 7021 0/ 100
° Storage (1997) B- 12 Ta= -25C 1000hrs
o
3 . JIS C 7035 Ta=257C 0/ 100
§_ Life Test (1985) lr=20mA 1000hrs
) High Humidity 60°C RH=90% 0/ 100
w Heat Life Test * I-=20mA 500hrs
Ke]
§ Low Temperature Ta=-20C 0/ 100
@ Life test * I-=20mA 1000hrs
& .
o Resistance to | JIS C 7021 Tsol=260 + 5°C, 10sec . 0720
§ Soldering Heat (1997)A-11 | (3mm from the base of the epoxy bulb) 1 time
‘-'.
< N JIS C 7021 Tsol=235 + 5°C ,5sec 1 time 0/20
o Solder ability (1997) A-2 (Using flux) (over 95%)
Qo
§ Lead Pull/Bend JISC 7021 Load 2.5N (0.25kgf) No noticeable 0/20
8 Test (1997)A- 11 0°— 90°— 0° Bending 3 times damage

* Refer to reliability test standard specification for in this line.

® Criteria for Judging The Damage

6. Resistor Specification ( RMS 1/4W 200kQ):

. Criteria for Judgment
Symbol Test Condition
Item ;
M in Max
Forward Voltage VF IF =20mA Initial datax 1. 1
Reverse Current Ir VR=5V Initial data x 2.0
Luminous Intensity Iv [F =20mA Initial data x 0.7
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CHARACTERISTICS
ITEM Ji H SPEC 18 # REMARKS #if
LA e JIS C 5201-1  Rated volage at 70°C for 1,000 hours
E%ﬂ%;% e (4.25.1) FERE70T 1,000 /)8
_ , , JISC5201-1  Rated voltage at 40°C 95% RH for
o ”%E‘;ﬂﬁh‘;ﬁm" +39% 1,000 hours
A 23]

(4.24) FERE40T ,95% RH 1,000:)487

< 1K==500 PPM/TC

Temp. coeff ofresistance = 100K Q=+300 ppm/C

JIS C 5201-1 Room temp. + 100, 30min

oz doindes 4
BER >100K Q=200 ppm T =& ~ 00T, 30755
Short ime overload +19% JIS C 5201-1 6.25 tmes the rated power for 5 seconds
SEaT{a) T T ' (4.13) 6.2ZEEE 5
) JIS C 5201-1 5 cveles for 25T +3C (30min)s  room
T"“‘?"“é‘% 2 G £1% temp.(30min)
B E VT (4.19) ~ +85C=3"C (30min) room temp. (30min)
Resistance to soldering heat £1% JIS C 5201-1 260T=5T for 10 seconds(/FH1E)
1248 Fh ! (4.18) 350107 for 3.5 seconds(FJF1H)
Insulation resistance ~1.000MO JIS C 5201-1 300 volt Insulation test 1min

ks el (46.1.1) 500 VEREFI W B E 17



https://www.indicatorlight.com/

FILNC#HET BB TAERA A
.

Yueqing Yulin Electrical Co.,

F/6 No. 19 Keaisi road xiangyang industrial zone road tantou liushi yueqing wenzhou

Address :
Tel: 0577-27878383
website : https://www.indicatorlight.com/

Fax: 0577-27878383-8027

Ltd

aThe following discharge cvcle is
repeated in the circuit of the leff fig.

0K 5W 2.5 sec. ON 2.5 sec. OFF 50 cycles.
Pulse withstanding voltage : | l With following DC pulse test voltage
: +20% .
B ¢ AT, w Pulse voltage:1 6W S1/4W. 3KV.
Tscm:e Z14W: 100KQ: (3KV);
100KQ-620KQ: (SKV) =620K
Q: (10KV)
DERATING CURVE
SEDETRAE
@ }'_ L _+ d
el ™ 100 ™ v
H‘ " A0 ! I'— .|
b T £ —
% 40 : e =
20 L
sy ' _ i
55 0 20 40 607080 100 120 140 160
Ambient Temperature ()
EEEE(T) Vanous type of forming & tapmg are avalable

HEmENBELSFR

Coating color: EMULAW BEMUL/GW « darkblue, other « pink

FHEB : RMULAWRMULSWIRE Bl & -

m CHARACTERISTICS

Model Power Resistance | Maximum | Dielectnic
Withstandi ; :
BE Rating | Range E-24 | Working ml:g Dimension [~ (mm)
FAENS | [B{E%EE | Voltage | Voltage
W) o |REER Geg | L Do : de
EMUL/AW
. 1/41/2 |10 ~<100M| 1600V T00W 0.3 2.4:0.1 282 0.60.05

RMS1/2W
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